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N-Channel SMD Shield Gate Trench Power MOSFET

FMOSGTAC71N10-H

71A 100V N-Channel Shield Gate Trench

Enhancement Mode Power MOSFET

Features

*Vps=100V, I,=71A.

* Rpson< 8.8mQ, @Ve=10V, [,=20A.
* Low on-resistance.
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Package outline
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Mechanical data
* Epoxy:UL94-VO0 rated flame retardant.
* Case : Molded plastic, T5060P8 (DFN5060-8). oo
» Weight : Approximated 105mg.
Dimensions in inches and (millimeters)
Maximum rati NgS (AtT.=25°C unless otherwise specified)
Parameter Symbol Ratings Unit
Drain-source voltage Vos 100
\%
Gate-source voltage Vs +20
(T=25°C) 71
Continuous drain current @V;s=10V (note 1) o A
(T.=100°C) 45
Pulse drain current tested (note 2) lom 285 A
Avalanche current (L=0.1mH) las 35 A
Avalanche energy (note 3) E,.s 194 mJ
(Tc=25°C) 83
Maximum power dissipation Po W
(T.=100°C) 33
Thermal resistance, junction to ambient (note 4) Rg,a 45 °C/W
Thermal resistance, junction to case (note 5) Reyc 1.5 °C/IW
Maximum junction temperature T, +150 °C
Storage temperature range Tsre -55to0 +150 °C
Note : 1. This current chip limited, which is calculated base on R, ..
2. This current is calculated on single pulse with 10ps pulse and duty cycle=1%.
3. Defined by design, not subject to production test, E,s condition: T,=25°C, V,,=50V, V=10V, L=1.0mH.
4. Device mounted on FR-4 substrate PC board with 20z copper in 1inch square cooling area.
5. Thermal resistance from junction to soldering point (on the exposed drain pad).
6. Short duration pulse test used to minimize self-heating effect.
7. Defined by design, not subject to production.
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N-Channel SMD Shield Gate Trench Power MOSFET

FMOSGTAC71N10-H

Electrical characteristics (At T,=25°C unless otherwise specified)
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Parameter Symbol Conditions Min Typ | Max | Unit
Off characteristics (note )
Drain-source breakdown voltage BV s 1,=250pA, V=0V 100 Vv
V,s=100V, V=0V 1
Drain-source leakage current bss A
V,s=100V, V=0V, T,=125°C 100
Gate-source leakage current oss V=120V, V=0V +100 | nA
On characteristics (Notes)
Gate threshold voltage Vs V5s=Ves, 1,=250pA 2 3 4 \%
Static drain-source on-state resistance Roson V=10V, 1,=20A 7.4 8.8 mQ
Forward transconductance Ors V=5V, 1,=20A 24 S
Dynamic parameters (note7)
Input capacitance Ci. 1345
Out capacitance Coes V=0V, V=50V, f=1.0MHz 607 pF
Reverse transfer capacitance C... 11.5
Gate resistance R¢ Ves=0V, V=0V, f=1.0MHz 1.5 Q
Switching parameters (Note7)
Total gate charge V=10V, V=50V, 1,=20A 20
Total gate charge o V=6V, V=50V, [,=20A 12.8
Gate to source charge Q,. 6.1 ne
Gate to drain charge Q4 V=10V, V=50V, [,=20A 4.2
Gate plateau voltage V,ateau 4.7 \%
Turn-on delay time tacon) 6.9
Rise time t, 4.5
V,s=50V, V=10V, 1,=20A, Ry, =3Q ns
Turn-off delay time tacorn 13
Fall time t; 6.3
Source-drain diode ratings and characteristics
Drain-source diode forward voltage (Note 6) Vo 1s=2.0A, V;s=0V 0.7 1.2 \%
Diode continuous current (Note 7) ls T.=25°C 71 A
Reverse recovery time (Note 7) t,. 46 ns
1.=20A, dl/dt=100A/us, T,=25°C
Reverse recovery charge (Note 7) Q, 71 nC
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N-Channel SMD Shield Gate Trench Power MOSFET

FMOSGTAC71N10-H

Rating and characteristic curves

Output characteristics
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Transfer characteristics
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N-Channel SMD Shield Gate Trench Power MOSFET

FMOSGTAC71N10-H

Rating and characteristic curves

Gate threshold voltage vs. Junction temperature
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Gate charge characteristics

4.0 10
Ip = 20A /
— 3.5 8
S —
< S
p \ = /
> 3.0 g 6
- 8 — =23
= E
= S~ 8 /_
B 25 _ ~— S 4
Q o
£ 20 ~ 2
(O]
1.5 o]
-50 -10 30 70 110 150 o] 5 10 15 20 25
Junction temperature, T, (°C) Total gate charge, Q, (nC)
Capacitance characteristics Power derating
10000 100
Ciss
80
1000 — £ \
5 -\ =
& c A
5 ose c o N
$ 100 S~ S \
o o
= p 40
aQ
g o \\ Cres & \
20 AN
1 [¢]
o) 20 40 60 80 100 o] 25 50 75 100 125 150
Drain-source voltage,V,s (V) Case Temperature, T¢ (°C)
Current derating Safe operating area
80 1000 I
> <L I~
x&°
_ 64 100 \,\‘(\{\ 1.0ps
< < e \ \
= \ -~ S \ 10us
o o
. 48 < .10 SN
g g = Q
0 o
E = DC
3 32 3 1
£ £ N
‘5“ g 1.0ms
16 0.1 = Tawag = 150°C NJ: 1oms
Tc=25°C
Single Pulse , Vgg = 10V
o 0.01 L
o] 25 50 75 100 125 150 0.1 1 10 100 1000
Case Temperature, T¢ (°C) Drain-source voltage,V,s (V)
Normalized maximum transient thermal impedance
10
5 =
[=]
=)
©
=]
()
o
E ——
T 0.1
E
2 4+
= L — Powm |
& / —>* t —
2 0.01 & = 0.5, 0.3, 0.1, 0.05, 0.02, 0.01, single pulse —ee L al —
hS — t
1. Duty cycle & =1t /t,
2. Reyc(t) = r(t) * Reyc
0.001 !
0.000001 0.00001 0.0001 0.001 0.01 0.1 1
Pulse width, (s)
ﬁ;\ http://www.formosams.com | I I I I |
Ds tID I d Dat R d Dat Revi P
(<) TEL:886-2-22696661 Page 5 ocumen ssuedDate | Revised Date | Revision | Page
g | ps-23tset-uE | 2024106125 | - |~ | s ]

Formosa MS

FAX:886-2-22696141




N-Channel SMD Shield Gate Trench Power MOSFET

FMOSGTAC71N10-H

Pinning information
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Pin Simplified outline Symbol
8 7 6 5 5 6 7 8 D D D D
_— 79 69 5
Pin1,2,3, Source O 11
. —
Pin4 Gate Pl
0 - _|
Pin5,6,7,8 Drain ®
T 2 3 4 4 3 2 1 1([ 24 3l 4
Top view Bottom view S S S G
Marking
Type number Marking code
FMOSGTAC71N10-H 10TO8AH
Suggested solder pad layout
T5060P8
1 I | |
| [ | |
| | | |
I | | |
1 1 1 1
4.30
I | | |
|I| | N Note:
| o 1. Controlling dimension: in millimeters.
l 2. General tolerance: +t0.1mm
- I | 0 0 3. The pad layout is for reference purposes only.
ﬁlo.eu— 127
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N-Channel SMD Shield Gate Trench Power MOSFET

FMOSGTAC71N10-H

Packing information

Po

N
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L
y T
1 1
Wi
D
unit:mm
Item Symbol Tolerance T5060P8
Carrier width A 0.5 6.50
Carrier length B 0.5 5.28
Carrier depth C 0.5 2.00
Sprocket hole d 0.1 1.50
13" Reel outside diameter D 2.0 330.00
7" Reel outside diameter D 2.0 -
7" Reel inner diameter D1 min -
Feed hole diameter D2 0.5 13.00
Sprocket hole position E 0.1 1.75
Punch hole position F 0.1 5.50
Punch hole pitch P 0.1 8.00
Sprocket hole pitch Po 0.1 4.00
Embossment center P1 0.1 2.00
Overall tape thickness T 0.1 0.30
Tape width W 0.5 12.00
Reel width Wi 5.0 17.60
Note:Devices are packed in accor dance with EIA standar RS-481-A and specifications listed above.
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N-Channel SMD Shield Gate Trench Power MOSFET

FMOSGTAC71N10-H

Reel packing
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COMPONENT INNER REEL CARTON
PACKAGE REEL SIZE REEL SPACING BOX BOX DIA, SIZE CARTON
(pcs) (m/m) (pcs) (m/m) (m/m) (m/m) (pcs)
T5060P8 13" 5,000 4.0 10,000 335*335*38 330 350*350*360 80,000

Suggested thermal profiles for soldering processes

1.Storage environment: Temperature = 5°C ~ 40°C Humidity = 55%, +25%
2.Reflow soldering of surface-mount devices

T

iy

Temperature ——»

25°C

Critical Zone

T, toT,

3.Reflow soldering

Profile feature

Soldering condition

Average ramp-up rate (T toT,) <3 °C/sec
Preheat

- Temperature Min (T..,,,) 150°C

- Temperature Max (T,,.,) 200°C

- Time (Min to Max) (t,) 60 ~ 120 sec
Tonax 0T,

- Ramp-up rate <3°C/sec
Time maintained above :

- Temperature (T,) 217°C
-Time (T,) 60 ~ 260 sec

Peak temperature (T;)

255°C -0/+5°C

Time with 5°C of actual peak

temperature (T,) 10 ~30 sec
Ramp-down rate <6 °C/sec
Time 25°C to peak temperature < 6 minutes
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