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3A, 30V NPN Silicon Power Transistor

Features
High current output up to 3A.• 

Low saturation voltage.• 

Lead-free parts for green partner, exceeds environmental • 
   standards of MIL-STD-19500 /228

F2SD882SU-H• Suffix "-H" indicates Halogen free part, ex. 

Mechanical data
• Epoxy:UL94-V0 rated flame retardant

• Case : Molded plastic, SOT-89

Terminals : Solder plated, solderable per• 
                       MIL-STD-750, Method 2026

Mounting Position : Any• 

• Weight : Approximated 0.045 gram

Formosa MS

Package outline

SOT-89

Maximum ratings (At T =25 C unless otherwise noted)A
o

Dimensions in inches and (millimeters)

Parameter Symbol Value Unit

  Collector to base voltage VCBO 40 V

  Collector to Emitter Voltage VCEO 30 V

  Emitter to base voltage VEBO 5 V

  Collector current-DC               IC 3 A

  Peak collector current ICP 7 A

  Total power dissipation    PD 1.0 W

  Junction temperature T j +150 ℃

  Storage temperature range TSTG -55 ~ +150 ℃

  Maximum junction to ambient RθJA 250 ℃/W

0.181(4.60)

0.173(4.40)

0.063(1.60)

0.059(1.50)

0.041(1.05)

0.059(0.95)

0.059(1.50) Typ.

0.021(0.53)

0.019(0.47)

0.018(0.45)

0.014(0.35) 0.018(0.45)

0.014(0.35)

0.020(0.50)

0.012(0.30)
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Formosa MS
Electrical characteristics (At T =25 C unless otherwise noted)A

o

Parameter Conditions Symbol Min. Typ. Max. Unit

 Off Characteristics

  Collector-base breakdown voltage   I  = 100µA, I  = 0C E V (BR)CBO 40 V

  Collector-emitter breakdown voltage   I  = mA, I  = 0C E 1 V (BR)CEO 30 V

  Emitter base breakdown voltage   I  = 50µA, I  = 0E E V (BR)EBO 6 V

  Collector-emitter cut off current   V  = 30V, ICB E = 0 ICBO 1 µA

  Emitter-base cut off current   VEB C = 3V, I  = 0 ΙΕΒΟ 1 µA

 On Characteristics

  DC current gain current 

  V =2V, I =20mACE C

hFE

30

  VCE C=2V, I =1A 160 320

  Base-emitter saturation voltage   I =2A, I =200mAC B VBE(sa t) 2 V

  Collector-emitter saturation voltage   I =2A, I =200mAC B VCE(sat ) 0.5 V

 Small Signal Characteristics

  Output capacitance   V =10V, I  f=1MHzCB E=0, Cob 45 pF

  Gain-bandwidth product   VCE C=5V, I =0.1A fT 90 MHZ
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Pin1    BASE

Pin2    COLLECTOR

Pin3    EMITTER

Formosa MS

1           2           3

E(3)

C (2)

B (1)

Marking 

Pinning information

SymbolSimplified outline             Pin

Type number Marking code

F2SD882SU 2SD882-P

Suggested solder pad layout

Note : 

1. Controlling dimension : in millimeters.

2. General tolerance : ±0.05mm.

3. The pad layout is for reference purposes only.
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Formosa MS
1.Storage environment: Temperature=5 C~40 C Humidity=55% 25%o o ±
2.Reflow soldering of surface-mount devices

Suggested thermal profiles for soldering processes

               Profile Feature                                              Soldering Condition           

Average ramp-up rate(T  to T )                                           <3 C/sec                                  L P
o

Preheat
-Temperature Min(Tsmin)                                                         150 C                                    o

-Temperature Max(Tsmax)                                                       200 C                                    o

-Time(min to max)(t )                                                            60~120sec                            s

Tsmax to TL

-Ramp-upRate                                                                         <3 C/sec                                 o

Time maintained above:
-Temperature(T )                                                                       217 C                                  L

o

-Time(t )                                                                                 60~260sec                            L

Peak Temperature(T )                                                       255 C-0/+5 C                         P
o o

Time within 5 C of actual Peako

Temperature(t )P

Ramp-down Rate                                                                   <3 C/sec                                  o

Time 25 C to Peak Temperature                                           <6minutes                              o

10~30sec                              

3.Reflow soldering

t25 C to Peako
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